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TECHNICAL SPECIFICATION 
Dimensions 325 x 145 x 282mm (12.7 x 5.7 x 11”) 
Weight Approximately 3kg (6.6lb) 

Part Number K0006700M001 Elcometer 6700 Electronic Thermo-Hygrograph 

Packing List Electronic Thermo-Hygrograph, 7 day reading chart diagrams - 55 Sheets, 4 x pens and operating 
instructions 

SPARES & ACCESSORIES 
1 Day Reading Chart Diagrams - 100 Sheets KT006700N006 
7 Day Reading Chart Diagrams - 60 Sheets KT006700N007 
31 Day Reading Chart Diagrams - 13 Sheets KT006700N008 
Spare Pen for Thermo Hygrograph KT006700P001 

Climatic Testing 
The monitoring of climatic 
conditions such as temperature, 
relative humidity, dewpoint and 
moisture in industry is often vital 
to the success of the application 
of the coating.  These 
parameters determine both the 
conditions for application of a 
coating, and the resulting quality 
and performance of the coated 
product. 

The Elcometer 6700 is a portable laboratory 
instrument which records the ambient 
temperature from -15°C to 65°C  
(5°F to 149°F) and relative humidity (0 to 
100% RH) using the hair hygrometer 
principle. 
 
Features: 
 

 Indication recorded on a paper diagram 

 Manual selection of three time periods: 
1, 7, 31 days 

 Quartz movement 

 Battery operated 
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Elcometer 319 Digital Dewpoint Meter 
Available in two models; Standard and Top, the 
Elcometer 319 has been designed to measure and 
record all the relevant climatic parameters required to 
determine whether conditions are suitable for painting. 

Elcometer 214 Infrared Digital Laser Thermometer 
The Elcometer 214 is a simple, easy-to-use, non-contact 
thermometer which safely and accurately measures 
surface temperature of non-reflective materials using 
infrared technology. 

Elcometer 114 Dewpoint Calculator 
This provides accurate values of Dewpoint and Relative 
Humidity (RH) from the wet and dry bulb temperatures 
measured by a Whirling or Sling Hygrometer. 

Related Products  ENGLAND 
Elcometer Limited 
Edge Lane 
Manchester M43 6BU 
 

Tel: +44 (0)161 371 6000 
Fax: +44 (0)161 371 6010 
e-mail: sales@elcometer.com 
www.elcometer.com 
 
USA  
Elcometer Inc 
1893 Rochester Industrial Drive 
Rochester Hills Michigan 48309 
 
Tel: +1 248 650 0500 
Toll Free: 800 521 0635 
Fax: +1 248 650 0501 
e-mail: inc@elcometer.com 
www.elcometer.com 
 
ASIA & THE FAR EAST 
Elcometer (Asia) Pte Ltd 
896 Dunearn Rd 
Sime Darby Centre #3-09 
Singapore 589472, 
Republic of Singapore 
 
Tel: +65 6462 2822 
Fax: +65 6462 2860 
e-mail: asia@elcometer.com 
www.elcometer.com 
 
BELGIUM 
Elcometer SA 
Rue Vallée 13 
B-4681 Hermalle /s Argenteau 
 
Tel: +32 (0)4 379 96 10 
Fax: +32 (0)4 374 06 03 
e-mail: be_info@elcometer.be 
www.elcometer.be 
 
NETHERLANDS 
Elcometer NL 
Newtonlaan 115 
3584 BH Utrecht 
 
Tel: +31 (0)30 210 7005 
Fax: +31 (0)30 210 6666 
e-mail: nl_info@elcometer.com 
www.elcometer.com 
 
FRANCE 
Elcometer Sarl 
97 Route de Chécy  
45430 BOU 
 
Tel: +33 (0)2 38 86 33 44 
Fax: +33 (0)2 38 91 37 66 
e-mail: fr_info@elcometer.fr 
www.elcometer.fr 
 
GERMANY 
Elcometer Instruments GmbH 
Ulmer Strasse 68 
D-73431 Aalen 
 
Tel: +49 (0)7361 52806 0 
Fax: +49 (0)7361 52806 77 
e-mail: de_info@elcometer.de 
www.elcometer.de 
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